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Name 
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Attention: 
 
Reference: 
Proposal #: 
 
 
 
Gentlemen: 
 
 

CONSTRUCTION CONTRACT AGREEMENT/ADDENDUM 
TO/FOR 

DESIGN BUILD AGREEMENT/PROJECT 
 
 
 
 
This Addendum (herein referred to as the “Contract”) is the amendment to the Design 
Build Agreement dated _____, between __________, (herein referred to as “Owner”) and 
CMI General Contractors, Inc., (herein referred to as “CMI”). 
 
This Agreement is made by and between CMI General Contractors, Inc., a Maryland 
Corporation, 30069 Business Center Drive, Charlotte Hall, MD 20622, (herein referred to 
as “CMI”), and ____________ a Maryland _____, __________, (herein referred to as 
“Owner”).   
 
CMI hereby agrees to furnish all labor, material, equipment, and services specified herein 
and required to perform the construction work listed herein and as shown on the Contract 
Drawings.  Contract Drawings include: Architectural, Structural, Mechanical and 
Electrical Plans, sheets _______ with latest revision dated _______ as prepared by CMI 
and Civil Plans, sheets ____ with latest revision dated ______, as prepared by _____, 
(herein collectively referred to as the “Drawings”).  Two (2) copies of the Contract 
Drawings shall be initialed by the Owner and CMI, and shall be made a part of this 
Contract.  Any items of work or service not shown on the Drawings or described herein, 
are not included in this Contract and no responsibility for their performance is assumed 
by CMI. 

DRAFT  VERSION 
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CMI General Contractors, Inc., (herein referred to as “CMI”), is pleased to offer our 
Proposal to __________, (herein referred to as “Owner”), to furnish all labor, material, 
equipment, and services specified herein and required to perform the construction work 
listed herein and as shown on Architectural, Structural, Mechanical and Electrical 
drawings _______ dated _______ as prepared by CMI and Civil Plans ____ dated 
______ as prepared by _____, (herein collectively referred to as the “Drawings”), one (1) 
copy of which is enclosed.  Any items of work or service not shown on the Drawings or 
described herein are not included in this Proposal and no responsibility for their 
performance is assumed by CMI. 
 
CMI General Contractors, Inc., (herein referred to as “CMI”), is pleased to offer our 
Budget Estimate Proposal to __________, (herein referred to as “Owner”), to furnish all 
labor, material, equipment, and services specified herein required to perform the 
construction work listed herein and as shown on preliminary drawings ____ dated _____ 
as prepared by CMI and preliminary site plan ______ dated ______ as prepared by 
__________, (herein collectively referred to as the “Drawings”), one (1) copy of which 
are enclosed.  Any items of work or service not shown on the Drawings or described 
herein are not included in this Proposal and no responsibility for their performance is 
assumed by CMI. 
 
ADDEDNUMS & CLARIFICATIONS:  This Proposal hereby recognizes receipt of the 
following Addendums and Clarifications as issued by ________________. 
Addendum #       Date 
Addendum #1 
 
 
DIVISION 1 - GENERAL CONDITIONS 
 
SCOPE OF WORK:  It is the intention of this Contract to include all costs to the Owner 
for work described herein to construct a _____ square foot ____ building with related site 
improvements, (herein referred to as the “Project”) as referenced on the Drawings.  All 
work provided and invoiced under the original Design Build Agreement including 
architectural, structural, mechanical and electrical building design drawings; civil 
engineering studies, surveys and design drawings; traffic studies; soil borings; County 
civil engineering review and permit fees; NOI permit fee; Soil Conservation plan review 
fees and Health Department review and permit fees are excluded from this Scope of 
Work. 
 
ALTERNATES:  See Exhibit 1 – Alternate Prices for a schedule of all Alternate Bids. 
 
EXCLUSIONS:  The following items of work are specifically excluded from this 
Contract:  Architectural, structural, mechanical or electrical building design drawings; 
civil engineering studies, site surveys or design drawings; County civil engineering 
review or grading permit fees; NOI permit fee; Soil Conservation plan review fees; 
County building plan application and permit fees; Fire Marshall plan review fees; sewer 
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and water connection fees; performance and payment bonds; water and sewer bonds; 
storm water management bond; grading bond; entrance bond and state highway bonds; 
electrical, telephone, gas and cable TV company underground and service connection 
fees; field civil engineering and layout fees; site as-built drawings to County; foundation 
location surveys; concrete or soils testing fees; structural steel inspection fees; temporary 
heat, electric, telephone, toilet and storage container for construction; construction 
dumpster or disposal fees; final cleaning; Project sign; site preparation, demolition, 
excavation, grading, fill and compaction; storm water management systems; pipe 
building downspouts below grade; site water or sewer systems; site concrete work; 
asphalt paving; parking lot striping; wheel stops; fencing; sod; seeding; landscape 
planting; landscape irrigation system; building concrete; foundation waterproofing; 
masonry; structural steel; miscellaneous metals; carpentry; lumber; insulation; roofing; 
flashing & sheet metal; aluminum storefront; glass and glazing; overhead doors; doors 
and finish hardware; metal stud framing, drywall or acoustical ceilings; painting; 
wallcovering; floor covering; toilet accessories; fire extinguishers or cabinets; kitchen 
appliances; cabinets or counters; pre-engineered building system or erection; elevator; 
plumbing and plumbing fixtures; fire protection sprinkler system; heating or air 
conditioning; electrical work; telephone system or pre-wiring; security alarm system; fire 
alarm system or computer cable pre-wiring.  Any other items specifically excluded 
elsewhere in this Contract are hereby excluded by reference. 
 
CONCEALED CONDITIONS:  Should concealed conditions be encountered in the 
performance of the work, below the surface of the ground, or should concealed or 
unknown conditions in an existing structure be at variance with the conditions indicated 
by the Contract Documents, or should unknown physical conditions below the surface of 
the ground, or should concealed or unknown conditions in an existing structure of an 
unusual nature, differing materially from those ordinarily encountered and generally 
recognized as inherent in work of the character provided for in this Contract, be 
encountered, the Contract Sum shall be equitably adjusted by Change Order upon claim 
by either party, made within twenty days after the first observance of the condition. 
 
ALLOWANCES:  There are allowances identified throughout this Scope of Work for 
various portions of the work.  The allowance is the estimated cost used in pricing for the 
project.  CMI shall be entitled to the actual cost incurred plus our markup as identified in 
the Change Orders provision of the General Conditions.  Should the actual cost incurred 
by CMI be less than the allowance amount, the Owner shall be entitled to the difference.   
The following allowances are included in the Contract Sum: 

a. Building Permit & Inspection Fees  $ 
b. SMECO, Verizon & Cable Service Fees $ 
c. Underground Propane Tank & Service $ 
d. Concrete & Soils Testing Fees  $ 

 
PROFESSIONAL DESIGN SERVICES:  This Contract includes all costs required for 
complete Architectural, Structural, Mechanical, Electrical and Civil design and drawings 
required for permitting and construction purposes.  All drawings shall be sealed by 
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appropriate registered professionals as required by the County Building Code.  All 
drawings and designs shall remain the sole property of CMI. 
 
PERMITS AND FEES:  This Contract includes all required County civil engineering 
plan review fees, Soil Conservation review and pre-construction fees, NOI and Grading 
Permit fee, County architectural plan application and review fees, Fire Marshal’s review 
fee, Building Permit fee, and MDIA Inspection fees. 
 
UTILITY COMPANY FEES:  This Contract includes County/METCOM water and 
sewer connection fees and water meter fee for the new facility.  This Contract includes an 
allowance in the amount of $ _______ for County/METCOM water and sewer 
connection and water meter fees.  CMI shall coordinate with SMECO, Verizon, the 
Owner’s gas and cable TV service provider for installation of electrical, telephone, gas 
and cable TV service to the building.  This Contract includes an allowance in the amount 
of $ ___ for SMECO’s electrical service to the building.  However, all electrical, 
telephone, gas and cable TV service installation charges are excluded from this Contract. 
 
CONSTRUCTION STAKE-OUT:  All field civil engineering stake-out work as required 
for construction of the Project including staking the LOD, rough grading, water, sewer, 
storm drains, roof drains, SWM facilities, building corners, curb and gutter, site lights, 
sidewalks, etc. is included.  CMI shall provide As-Built drawings to the County, 
certifying the construction of the Storm Water Management, Water and Sewer Systems 
as required. 
 
TESTING & INSPECTIONS:  CMI shall provide soils compaction and concrete testing 
and inspections in accordance with County Code requirements.  Soils compaction and 
concrete testing shall be provided under the supervision of a Professional Soils Engineer.  
The structural steel system shall be inspected and certified by an independent engineer.  
CMI shall provide the Owner with copies of all soil, concrete and steel, testing and 
inspection reports. 
 
INSURANCE:  CMI shall provide public liability and property damage insurance, 
worker's compensation insurance and builders' risk insurance as required for construction 
of the Project while under CMI’s care, control and custody and so long as this Contract 
remains in effect and the Owner is not in default hereunder.  The Owner shall maintain 
their normal insurance on the building during construction and shall assume all liability 
and insurance requirements on the earlier of when CMI obtains the Use and Occupancy 
Permit, or this Contract is no longer in effect, or the Owner is in default hereunder, and/or 
when the Owner occupies the building for any purpose. 
 
TEMPORARY FACILITIES:  Temporary facilities for construction including electric, 
heat, water, toilets, storage containers, and dumpster for trash removal are included in 
this Contract. 
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JOB SITE SUPERVISION:  CMI shall provide an experienced construction 
superintendent to supervise all aspects of the Project, provide quality control, and to 
maintain the Project schedule.  Estimated time for substantial completion is 
approximately ___ days from the start of construction, subject to delays and extensions as 
provided for in the Project Delays provisions of the Contract Conditions. 
 
FINAL CLEANING:  Upon completion of construction, and prior to Owner occupancy, 
CMI shall employ a professional cleaning service to properly clean the facility.  All 
fixtures, glass and surfaces shall be cleaned, vinyl tile floors shall be cleaned and waxed, 
ceramic tile floors shall be washed, carpet floors shall be vacuumed and all exposed 
concrete floors shall be cleaned and receive a coat of concrete floor sealer. 
 
CONTINGENCY:  This Contract includes a Contingency Fee allowance in the amount of 
$_________ to be used for any unforeseen conditions or Owner changes. 
 
 
DIVISION 2 - SITE WORK 
 
SITE PREPARATION:  The site development work for this Project is being provided by 
others under separate contract to the Owner and is excluded from this Contract.  A level 
building site, free of all vegetation and other obstructions either above or below grade, 
visible or concealed, ready for footing excavation and building concrete work with 
utilities stubbed to within 5′ of the building is assumed.  Any work required of CMI to 
bring the site to the above described condition will be cause for extra compensation.  
CMI will coordinate with the Owners site development contractor but reserves the right 
to inspect the site preparation work accomplished by others.  In the event such work is 
deemed to be sub-standard, we will so inform the Owner.  This is a service to the Owner 
and does not in any way make CMI liable or responsible for the quality or quantity of 
work performed by others. 
 
SEDIMENT CONTROL:  Furnish and install all sediment control measures as described 
on the Drawings and provide maintenance of same during construction.  At completion of 
construction and approval from inspectors, remove all sediment control devices.   
 
DEMOLITION:  Demolish and remove existing structures and items as shown.  Dispose 
of all demolished items in accordance with County regulations.  Demolition to include 
existing __________, etc.  Abandon, cap and seal existing well in accordance with St. 
Mary’s County Health Department requirements.   
 
CLEARING:  Clear and grub all vegetation, trees, brush, etc. as required within the limits 
of disturbance and haul off-site.  Dispose of all debris in accordance with County 
regulations. 
 
EXCAVATION AND GRADING:  Strip topsoil to a maximum depth of __″ and stock 
pile adequate quantities on-site for re-spread.  Provide all cut and fill earth work required 
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to bring the rough grade to the established subgrade elevations.  Provide any borrow fill 
material required to bring site to the designed subgrade elevations.  All on-site cut 
material is assumed to be Class 1 fill and can be compacted to 95% of maximum dry 
density per ASTM-D1557 to meet County code.  All borrow fill material required under 
the building or paving shall be Class 1 fill, deposited in layers not to exceed 8″ in 
thickness and shall be compacted to not less than 95% of maximum dry density per 
ASTM-D1557 to meet County code.  All excess material from excavation work shall be 
the property of the subcontractor, and is to be removed from the property.  Undercutting 
of unsuitable soils is excluded from this Contract.  Any undercutting of unsuitable soils 
as determined by the soils engineer will be charged on a unit price basis.  The unit price 
for undercutting and haul off of unsuitable soil and to furnish, place and compact suitable 
borrow fill is $___ per cubic yard.  All undercut quantities shall be calculated and 
confirmed by the soils engineer. 
 
STORMWATER MANAGEMENT:  Furnish and install a complete storm water 
management system for the Project as shown on the Drawings.  Include all work and 
materials as required including excavation and grading for the storm water management 
pond, Bio-retention facilities, storm drains, roof drains, and drainage swales as shown.  
Storm water Management Pond:  Furnish and install a complete storm water management 
pond as shown including concrete weir structure, drainage structure, piping, grates, rip 
rap, filter cloth, etc.   
Bio-Retention Facilities:  Furnish and install all Bio-retention facilities as shown on the 
Drawings.  Include all stone diaphragms, under drain piping, drainage structures, grates, 
gravel, planting soil or special fills, mulch, rip rap and filter cloth, etc. as shown for a 
complete system.   
Storm Drains:  Furnish and install all storm drain piping as shown.  Include all piping, 
drainage structures, grates, rip rap, filter cloth, etc. as shown for a complete system.   
Roof Drains:  Furnish and install all underground roof drain piping and tie into the storm 
drain system as shown/required.  Provide piping to each downspout with transitions to tie 
into the underground piping as required.  Include all transitions, piping, fittings, rip rap, 
filter cloth, etc. as required.   
Drainage Swales:  Provide all excavation and grading as required to construct all 
drainage swales as shown.  Include all curlex erosion control blankets, rip rap and filter 
cloth as shown.  
 
WATER SERVICE:  Furnish and install a complete site water system as shown.  Tap the 
existing water main at the street and extend a new __″ water line for fire 
suppression/domestic water service to within 5′ of the building as shown.  Furnish and 
install new fire hydrants, located as shown.  Install all valves, curb stops, tapping sleeve, 
elbows, piping, fire hydrants, fittings, concrete and accessories as required for a complete 
system.  Domestic water shall be tapped off of the fire line outside the building as shown 
and extend a __″ Type “K” copper water service to within 5' of the building.  Provide an 
exterior meter crock as required.  Tap existing water main and extend a new __″ Type 
“K” copper domestic water service to within 5' of the building as shown.  Provide all 
accessories as shown or required including tapping sleeve, curb stop, meter vault, valves, 
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fittings, etc.  Saw cut and open cut the existing asphalt road to make the water tap as 
required and patch the existing asphalt at completion. 
 
SEWER SERVICE:  Furnish and install a complete site gravity sewer system as shown 
on the Drawings.  Tie sewer into the existing ____ and extend new ___″ SDR35, PVC 
gravity sewer service to within 5′ of the building as shown.  Include all sewer pipe, 
cleanouts, manholes, risers, cast iron frames and covers, excavation, backfill, etc., as 
required.  Furnish and install ___ () each ____ gallon grease interceptor/oil grit 
separator/septic tanks as shown.  Provide all piping, cleanouts, risers, cast iron frames 
and covers as required.  Furnish and install ___ () each ___ gallon pump chamber as 
specified.  Include all controls, pumps, control panel, etc. as required.  Furnish and install 
all forced main sewer piping as shown.  Forced main sewer pipe shall be ___″ _____ 
sewer pipe or approved equal.  
 
SEPTIC SYSTEM:  Furnish and install a complete septic system as shown on the 
Drawings.  System shall start 5′ outside the building.  Extend new ___″ SDR35, PVC 
gravity sewer service to the septic tank/pump chamber as shown.  Include all sewer pipe, 
cleanouts, manholes, frames, covers, excavation, backfill, etc., as required.  Furnish and 
install ___ () each ____ gallon grease interceptor/oil grit separator/septic tanks as shown.  
Provide all piping, cleanouts, risers, frames and covers as required.  Furnish and install 
distribution box and ___ linear feet of septic field drain lines as shown.  Include all 
gravel/sand and backfill as required.  Furnish and install ___ () each ___ gallon pump 
chamber as specified.  Include all controls, pumps, control panel, etc. as required.  
Furnish and install all forced main sewer piping as shown.  Forced main sewer pipe shall 
be ___″ _____ sewer pipe or approved equal.  All work shall be in accordance with the 
____County Health Department Permit, Codes and Regulations and shall be 
accomplished by skilled craftsmen, licensed and experienced in performing this work. 
 
BANK RUN GRAVEL AND GRADED AGGREGATE:  Furnish and install __″ of bank 
run gravel under all new on site paved areas.  Provide ____ ″ of graded aggregate 
installed in __ () ″ lifts under all new asphalt paving with in the SHA ROW as required.  
Bank run gravel and graded aggregate shall be graded to the contours as shown on the 
site plan to provide positive drainage and shall be compacted to 95% of maximum dry 
density per ASTM-D1557, to meet County and SHA codes. 
 
EXTERIOR CONCRETE:  Provide all exterior concrete work as shown on the Drawings.  
Exterior concrete work to include concrete curb and gutter, sidewalks, aprons, dumpster 
pads, concrete door pads, etc.  Concrete curb and gutter shall be 8″ tall curb within the 
County/State ROW and 6″ tall on-site.  Provide all nose down curb for handicap access 
ways and curb outlets as shown.  Concrete sidewalks and door pads shall be standard 4″ 
thick sidewalks, reinforced with 6 X 6 X 10 gauge welded wire mesh.  Provide 
monolithic turndown where sidewalks abut asphalt paving.  Concrete aprons shall be __″ 
thick, reinforced with 6 X 6 X 6 gauge welded wire mesh.  Concrete dumpster pad shall 
be __″ thick, reinforced with 6 X 6 X 6 gauge welded wire mesh.  Provide a ___′ X ___′ 
X __″ thick concrete pad, reinforced with 6 X 6 X 10 gauge welded wire mesh for the 
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_________ as required.  All exterior concrete shall be 3,500 lb. psi compressive strength 
in 28 days unless noted otherwise and shall receive a broom finish.  Provide all expansion 
and contraction joints per industry standards. 
 
BITUMINOUS PAVEMENT:  Furnish and install all on-site and off-site asphalt paving 
as shown on the Drawings.  Off-site asphalt pavement within the State/County ROW 
shall be installed in _ ( ) layers consisting of __″ of base asphalt and __″ of surface 
asphalt.  On-site asphalt pavement shall be installed in two (2) layers consisting of __″ of 
base asphalt and __″ of surface asphalt.  This Contract is based on the allowance for the 
published price for liquid asphalt for the month of ____, 2015 of $____ per liquid ton. 
 
LOT STRIPING:  Provide painted markings for all parking spaces, handicap emblems, 
handicap access walkways, directional arrows, loading zones, lane striping, stop bars, etc. 
as shown.  All striping shall be 4″ wide, standard white asphalt paint. 
 
SITE SIGNS:  Furnish and install all site signs as shown.  Include __ () each Handicap 
Parking signs with Van Accessible sign, __ () each No Parking in Access Walkway signs, 
__ () each No Parking Signs, and __ () each Stop Signs.  All signs shall be installed on 8′ 
steel poles. 
 
CONCRETE WHEELSTOPS:  Furnish and install ___ () each concrete wheel stops at 
the parking spaces as shown.  Wheel stops shall be pinned to the asphalt with steel pins. 
 
GUARD RAIL:  Furnish and install the guard rail along ____________ as shown.  Guard 
rail to be galvanized W-beam rail with 6′ posts.  Provide two (2) each Type G traffic 
barrier end treatments as shown. 
 
CONCRETE RETAINING WALLS:  Furnish and install the concrete retaining wall as 
shown on the plans.  Retaining wall shall be ___ ″ thick and reinforced as shown and 
constructed to the heights as shown.  The exposed face of the retaining wall shall be 
formed with brick face forms to provide a simulated brick face. 
 
MODULAR BLOCK RETAINING WALL: Furnish and install the modular block 
retaining wall as shown.  Modular block to be Keystone, Compac II Triplane units as 
specified or approved equal.  Include all excavation, gravel base, geo-grid, drain tile, 
drainage fill, backfill, and accessories as required for a complete system. 
 
BRICK PAVERS: Furnish and install all brick paver sidewalk in accordance with the 
plans and specifications.  The pavers to be ___________ or an approved equal.  Pavers 
shall be installed in accordance with the manufacturer’s instructions.  Colors to be 
selected by the Owner.  
 
DUMPSTER ENCLOSURE:  Furnish and install __ () each __′ X __′ X 6′ tall treated 
Board on Board style wood fence dumpster enclosure as shown.  Provide 4″ X 4″ corner 
and line posts, 2″ X 4″ horizontal runners and 1″ X 4″ vertical boards.  All lumber shall 
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be treated.  Provide one (1) each, __′ wide double swing metal framed gate with vertical 
boards attached.  Furnish and install __ () each, __′ X __′ X 6′ tall, 9 gauge galvanized 
chain link fence with vinyl privacy slats for the dumpster enclosure as shown.  Provide 1-
5/8″ top rail, 7 gauge coil wire at the bottom, 2″ line posts and 3″ terminal posts.  Provide 
one (1) each, __′ wide double swing chain link fence gate with vinyl privacy slats.  All 
fence posts to be set in concrete.  Furnish and install one (1) each __′ X __′ X 6′ tall 
tongue and groove white/tan vinyl fence dumpster enclosure as shown.  Include one (1) 
each, __′ wide double swing metal framed gate with vinyl boards attached.  Include two 
(2) each 4″ steel pipe bollards in the rear of the enclosure as shown, filled solid with 
concrete.  All fence posts to be set in concrete. 
 
CHAIN LINK FENCING:  Furnish and install approximately ___ linear feet of _′ high, 9 
gauge galvanized chain link fencing as shown.  Fence to be provided with 1-5/8″ top rail, 
7 gauge coil wire at bottom, 2″ line posts and 3″ terminal posts.  Provide three (3) strands 
of barbed wire at top of fence as shown.  Provide vinyl privacy slats in manufacturer’s 
standard colors.  Color to selected by the Owner.  Provide __ () each __′ wide 
double/single swing gates as shown.  All fence posts to be set in concrete. 
 
WOOD FENCING:  Furnish and install approximately ___ linear feet of __′ high treated 
Board on Board style wood fencing as shown.  Fence shall have 4″ X 4″ posts set in 
concrete, 2″ X 4″ runners and 1″ X 4″ vertical boards.  All lumber shall be treated.  
Furnish and install approximately ___ linear feet of __′ tall Spruce Stockade style wood 
fencing as shown.  All posts shall be 4″ X 4″ treated, set in concrete. 
 
SPLIT RAIL FENCE:  Furnish and install approximately ___ linear feet of 3 rail, split 
rail wood fence at the storm water management pond as shown.  Provide 48″ tall, 2″ X 3″ 
black wire mesh, stapled to posts and rails as required.  All posts and rails shall be 
pressure treated.  Furnish and install one (1) each ___′ wide double swing access gate as 
required. 
 
LANDSCAPING:  Furnish and install all landscape planting as shown in accordance with 
the landscape planting schedule.  Include all Buffer yard plantings, interior landscape 
plantings, and plantings for the storm water management pond as shown.  Provide all 
plants, stakes, soil amendments, mulch and accessories as required for a complete 
installation.  This Contract includes an allowance in the amount of $____________ to be 
used to provide all required planting and landscaping. 
 
BRICK PAVERS:  Furnish and install brick pavers on the sidewalks at the __________ 
as shown.  Brick pavers to be standard modular pavers costing $550.00 per thousand as 
selected by the Owner. 
 
SITE FURNISHINGS:  Furnish and install ____ () each benches at the ________ as 
shown.  Benches to be model #_________ as manufactured by ____________ or 
approved equal.  Benches to be 6ʹ steel benches, powder coated in manufacturer’s 
standard color.  Color to be selected by the Owner. 
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FLAG POLE:  Furnish and install a flag pole as shown.  Flag pole to be a #________, 
hinged base __ʹ tall fiberglass flag pole as manufactured by Atlantic Fiberglass Products, 
Inc. or approved equal.  Flag pole to be equipped with internal halyard, standard finial 
with revolving truck, hinged base plate with flash collar, crank handle and flag clips.  
Flag pole will have a tapered shaft finished with a permanent glossy gel coat finish.  
Color to be selected by the Owner.  The flags are excluded from this Contract. 
 
TOPSOIL, SEEDING AND SOD:  Re-spread existing topsoil from on-site stock pile a 
minimum of 4″ deep in all disturbed areas.  Backfill all curbs, sidewalks, etc. and fine 
grade to the contours shown on the site grading plan.  Provide sod at all disturbed areas as 
shown.  This Contract includes an allowance in the amount of $ ____ for ___ square 
yards of sod.  All remaining areas shall be fertilized, seeded and mulched. 
 
LANDSCAPE IRRIGATION SYSTEM:  Furnish and install a complete automatic 
underground lawn/landscape irrigation system as required.  Irrigation system shall be 
designed to provide adequate coverage of all landscape planting beds and lawn areas.  
System shall be designed using a 2″ water supply.  Underground piping shall be 1″ PVC, 
SDR-21 with a 200# rating.  All fittings shall be schedule 40 solvent weld.  Provide 
swing elbows and or flex pipe on all sprinkler heads.  Provide all valves with plastic 
valve boxes and covers, sprinkler heads, and drip irrigation tubing as required.  Provide 
sleeves under curbs, sidewalks, asphalt, etc. as required.  Provide one (1) each controller, 
rain sensor, and backflow preventer.  Irrigation system shall be as manufactured by 
Rainbird/Hunter or approved equal.  Work shall be accomplished by skilled workmen, 
experienced in performing this work. 
 
TEMPORARY FENCE:  Provide approximately __________ lineal feet of temporary 
fencing around the site for security during construction.  Temporary fence to 6′ chain link 
fence set with concrete blocks.  Remove fencing at completion of construction. 
 
 
DIVISION 3 - CONCRETE WORK 
 
FOUNDATIONS:  Excavate and grade as required for all building foundation work.  
Bottom of footings shall be a minimum of 24" below finish grade.  All excavations shall 
be level and free of loose dirt and other foreign matter.  Soil bearing capacity of 2,000 
p.s.f. is assumed and, is to be field verified by CMI's Soils Engineer.  All footings shall 
be sized and reinforced as shown to sustain the building design loads. 
 
FOUNDATION INSULATION:  Furnish and install 2″ Styrofoam vertical foundation 
insulation at perimeter of slab as required by code. 
 
CONCRETE:  All concrete used for building footings shall be 3,000 lb. psi compressive 
strength in 28 days.  All concrete used for building slab on grade and 2nd floor slab on 
deck shall be 3,500 lb. p.s.i. compressive strength in 28 days.  Concrete test cylinders 
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shall be taken in accordance with the County code for footings and slabs by CMI's Soils 
Engineer to provide proof of conformance with the design strength. 
 
FLOOR SLAB:  Floor slab on grade shall be _″ thick, reinforced with _ X _ X __ gauge 
welded wire mesh.  Slab shall be poured on a gravel bed approximately 4″ thick and over 
a 6 mil thick polyethylene vapor barrier.  Floor slab on deck shall be _″ thick, reinforced 
with _ X _ X __ gauge welded wire mesh.  Exposed top surfaces of concrete slabs shall 
be machine troweled to a smooth dense finish. 
 
CONSTRUCTION JOINTS:  Furnish and install contraction and expansion joints in the 
concrete slabs per industry standards.  All joints shall be square with the building, 
straight, and uniform in size.   
 
CONCRETE CURE AND SEAL:  Floor slabs shall receive one (1) coat of spay applied 
acrylic curing, sealing, hardening and dustproofing membrane immediately following 
concrete finishing. 
 
TERMITE TREATMENT:  Provide pre-construction termite control treatment for 
perimeter of foundation and slab area with an approved chemical for subterranean 
termites. 
 
DRAIN TILE:  Furnish and install foundation drain tile around the perimeter of the 
foundation as shown.  Include all gravel, 4″ perforated drain tile, and filter fabric as 
required for a complete installation. 
 
TRENCH DRAIN SYSTEM:  Furnish and install a complete pre-fabricated trench drain 
system at the ____________ as shown.  Trench drain system shall be “Zurn” #Z-886 HD 
pre-sloped trench drain system with heavy duty cast iron grates.  Provide catch basin with 
all outlets and accessories as required for a complete system. 
 
 
DIVISION 4 - MASONRY WORK 
 
MASONRY WORK:  Masonry work included in this Contract consists of masonry block, 
split face block and face brick where shown on the Drawings.  All masonry shall be laid 
plumb and square with the building, on a full bed of mortar with full head joints.  All pin 
holes and other visible voids shall be pointed up; joints concaved, and exposed surfaces 
left clean and free of mortar stains. 
 
FOUNDATIONS:  Install all CMU foundation walls in sizes as shown on the Drawings.  
Install “Durowall” horizontal joint reinforcement on every course below grade and every 
other course above grade.  Foundation walls to be grouted 100% solid.  Grout solid all 
steel reinforcing as shown.  Provide masonry ledge 8″ below grade for all walls receiving 
masonry veneer. 
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MASONRY BLOCK:  Install all exterior and interior CMU walls in sizes and to heights 
as shown on the Drawings.  Masonry block shall be standard light weight units laid in 
running bond.  Provide bond beam units where shown.  Grout solid all steel 
reinforcement as shown. 
 
SPLIT FACE BLOCK VENEER:  Furnish and install all split face block veneer as 
shown.  Split face block veneer shall be 4″ X 8″ X 16″ units laid in running bond.  Split 
face block shall be as manufactured by “E.P. Henry”, Earthtones/Fiori series or approved 
equal.  Provide manufacturers corner units at all outside corners as required.  Split face 
block shall be manufactured with a dry block additive.  Color to be selected by the 
Owner. 
 
FACE BRICK VENEER:  Furnish and install all face brick veneer as shown.  Face brick 
shall be standard modular/oversize/closure/utility size brick, laid in running bond as 
detailed on the Drawings.  Provide all rowlock sills, soldiers, coin corners, water table 
and special shapes as detailed.  This Contract includes an allowance in the amount of $ 
___ per thousand for brick delivered to the jobsite.  Color to be selected by the Owner. 
 
CULTURED STONE:  Furnish and install all cultured stone veneer as shown.  Cultured 
stone shall be Glen-Gery, Mountain Ledge Sienna or approved equal costing $5.22 per 
square foot.  Color to be approved by the Owner. 
 
PRE-CAST:  Furnish and install ____ () each __″ pre-cast jack arches with raised center 
key over all window and doors as shown.  Color for pre-cast to be selected by the Owner 
from manufacturer’s standard selections. 
 
MORTAR & GROUT:  Provide all mortar and grout as required to construct the Project.  
Mortar for use with CMU shall be Type S masonry cement.  Mortar for use with split 
face block/face brick shall be colored mortar as selected by the Owner from the 
subcontractor’s standard samples.  This Contract includes an allowance in the amount of 
$___ per bag for colored mortar.  Mortar for split face block shall be mixed with a dry 
block additive.  Grout for foundation walls and all steel reinforcement shall be 3,000 lb. 
portland cement concrete with a pea gravel mix. 
 
ACCESSORIES:  Furnish and install 40 mil thick EPDM flexible flashing at the base of 
walls and at the head of all windows and doors in walls receiving split face block/brick 
veneer.  Provide mortar net with weep vents at all flashing locations.  Provide all 
expansion and control joints in masonry walls as shown.  Provide “Durowall”, hot dipped 
galvanized horizontal reinforcing for CMU walls and foundations as shown.  Provide 
hook and eye type reinforcing for CMU walls receiving split face block/brick veneer.  
Provide standard 22 gauge corrugated galvanized brick ties for split face block/brick 
veneer at stud walls as required.  Provide 2 piece galvanized brick ties for split face 
block/brick veneer at stud walls as required.  Wall ties shall be spaced per industry 
standard. 
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DUMPSTER ENCLOSURE:  Furnish and install one (1) each ___′ wide X ___′ deep 
masonry dumpster enclosure.  Enclosure to be constructed with 8″ CMU and brick 
veneer/split face veneer to match the building.  Walls to be 6′ tall above grade with a 
solid brick cap.  CMU walls to be reinforced with #5 rebar grouted solid at 4’ on center. 
 
SITE SIGN:  This Contract includes an allowance in the amount of $_____ for a masonry 
foundation for the site sign. 
 
 
DIVISION 5 - MISCELLANEOUS METALS 
 
STRUCTURAL AND MISCELLANEOUS STEEL:  Furnish and install all structural and 
miscellaneous steel for the Project as shown.  Include all columns, beams, channels, 
beam lintels, angle lintels, bearing plates, leveling plates, anchor bolts, etc. as required.  
Include steel support framing for all roof top units as required.  All steel shall be 
fabricated in accordance with the latest edition of A.I.S.C. Specifications.  All steel shall 
be shop primed with one coat of rust inhibitive primer.  All steel shall be erected in 
accordance with the approved shop drawings. 
 
FLOOR BEAMS & DECK.  Furnish and install all floor beams and metal deck for the 
composite floor system for the 2nd floor as shown.  Steel deck shall be 1-1/2″, 20 gauge 
USD Lok-Floor deck as specified.  Steel deck shall be welded to the beams in accordance 
with the manufacturer’s recommendations.  Provide all “Shear Studs” welded to the 
beams as specified.  Provide all washers and side lap screws as required.  Provide all 
angle supports and pour stop as shown. 
 
BAR JOISTS & DECK:  Furnish and install all bar joist and metal deck for the Project as 
required.  Include all joist girders, bar joists, bridging, anchors, and accessories for the 
roof/mezzanine as shown.  Joist bridging shall be continuous angle bridging, welded at 
top and bottom chords, sized as required by the joist manufacturer.  Provide X-bolted 
bridging where shown or required by joist manufacturer.  Bar joist shall be sized and 
spaced as shown to sustain the building design loads.  Provide all steel decking for the 
roof/mezzanine as shown.  Steel deck for the roof shall be 1-1/2″, 20 gauge Type “B” 
painted roof deck.  Steel deck for the second floor/mezzanine shall be 9/16″, 28-gauge, 
galvanized G60 form deck.  Steel deck shall be welded to the bar joist in accordance with 
the manufacturer’s recommendations.  Provide all washers and side lap screws as 
required.  Provide all light gauge angle supports for decking as shown.  Provide light 
gauge angle pour stop at the second floor/mezzanine slab as shown.   
 
EXTERIOR STEEL STAIRS:  Furnish and install __ () each diamond plate, open rise, 
steel stair to the second floor as shown.  Stair to be complete with all steel support 
columns, channels, landings, treads, guard rails, hand rails and roof support framing as 
shown. 
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INTERIOR STEEL STAIRS:  Furnish and install _ ( ) each concrete filled pan, closed 
rise, steel stairs as shown.  Stairs to be complete with all steel supports, channels, 
landings, pans, risers, guard rails and hand railing as shown. 
 
INTERIOR STEEL STAIRS:  Furnish and install _ () each diamond plate, open rise, steel 
stair to the mezzanine as shown.  Stair to be complete with all steel support columns, 
channels, landings, treads, guard rails and hand rails as shown. 
 
ELEVATOR PIT ACCESS LADDER:  Furnish and install one (1) each steel rung 
elevator pit access ladder as required.  Ladder to be prime painted only and 
approximately 4′ tall as required. 
 
ROOF ACCESS LADDER:  Furnish and install one (1) each steel roof access ladder as 
shown.  Provide ladder with lockable security gate on the bottom section as shown. 
 
GUARD RAIL:  Furnish and install approximately ___ linear feet of 1-1/2″ O.D. two (2) 
bar guard rail at the ____ as shown. 
 
ORNAMENTAL IRON:  Furnish and install approximately ___ linear feet of ornamental 
iron picket railing at the ____ as shown. 
 
PIPE BOLLARDS:  Furnish and install __ ( ) each __″ X 6′ steel pipe bollards at the ___ 
as shown.  Pipe bollards shall be __′ exposed above grade and filled solid with concrete. 
 
BOLLARD SLEEVES:  Furnish and install 1/8″ thick HDPE bollard covers as required.  
Color to be selected by the Owner from the manufacturer’s standard selections. 
 
GRATES:  Furnish and install ___ () each steel angle frames and grates for the catch 
basins at the ______ as shown. 
 
 
DIVISION 6 - CARPENTRY WORK 
 
DEMOLITION:  Provide demolition and removal of all items in or on the existing 
building as required for new construction.  Demolition shall include:   
 
EXTERIOR WOOD STUD WALLS:  Construct all exterior wood stud walls as shown.  
Wood studs for exterior walls shall be 2″ X 6″ studs spaced 16″ on center, sheathed with 
7/16″ Huber Zip sheathing as shown.  Tape all joints in the sheathing as recommended by 
the manufacturer.  Install all metal hold down anchors at exterior walls as shown.  
Provide all headers, jacks, blocking and bracing as required.  Provide all miscellaneous 
framing and blocking at overhangs, fascia, rakes, canopies, beams, soffits, etc. as 
required. 
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ROOF TRUSS SYSTEM:  Furnish and install a complete pre-engineered wood roof truss 
system as shown.  Include all hip ends, valleys, girders, gables, overhangs, etc. as shown.  
Roof trusses shall be spaced 24″ on center and sheathed with 5/8″ tongue and groove 
“Advantech” roof sheathing.  Provide metal hurricane anchors for each truss at the 
bearing plate as required by County code.  Provide all temporary and permanent bracing 
as required by truss manufacturer.  Provide framing as required for all fascia, rakes, 
soffits, beams, etc.  Include framing as required for the entrance canopy roof as shown. 
 
LUMBER:  Provide all dimensional lumber as required to construct the Project.  Lumber 
shall be sized as shown or required.  Provide pressure treated lumber where in contact 
with the concrete floor or required by County code.  All other dimensional lumber shall 
be SPF grade #2, kiln dried.  Include blocking on the roof for roof curbs and parapet wall 
blocking.  Provide interior blocking in walls to support door stops, toilet accessories, 
cabinets, counters, etc. as required.  Provide ___ () sheet of ¾″ MDF plywood for the 
server equipment. 
 
WOOD DECK:  Construct a wood deck over the _____ as shown.  Deck shall be 
constructed of 2″ X _″ joists spaced approximately __″ on center.  Deck shall be covered 
with ¾″ tongue and groove plywood flooring.  Provide all blocking and bracing as 
required. 
 
TRIM:  Furnish and install all exterior and interior trim as detailed.  Exterior trim shall 
include entrance door pilasters & crossheads, window crossheads, dentil molding, Azek 
trim, etc.  Interior trim shall include all wood base, shoe molding, window casing, sills, 
crown molding, chair rail, shelving, coat rods, etc. as shown.  Window casing shall be 
WM-___, ___″ paint grade wood casing.  Wood base shall be WM-___, ___″ tall paint 
grade wood base.  Chair rail shall be WM-___, __″ paint grade chair rail.   
 
COLUMNS:  Furnish and install ___ () each __″ round fiberglass columns at the entrance 
canopy as shown.  Columns shall be complete with standard caps and bases.  Columns 
shall be as manufactured by _________ or approved equal. 
 
LOUVERS:  Furnish and install ___ () each fiberglass louvers in the gable walls as 
shown.  Louvers shall be sized as shown.  Louvers shall be as manufactured by Fypon or 
approved equal. 
 
 
DIVISION 7 - THERMAL AND MOISTURE PROTECTION 
 
FOUNDATION WATERPROOFING:  Furnish and install foundation waterproofing for 
all below grade basement walls as shown.  Waterproofing shall be “J-Cote” polymer 
modified asphalt membrane, spray applied to the CMU walls and covered with “Dimple-
Dri” drainage board. 
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DAMPPROOFING:  Furnish and install dampproofing at all exterior CMU walls that 
receive brick/split face veneer as shown.  Dampproofing shall include one (1) coat of 
“Karnak” #220 emulsion dampproofing or an approved equal.  Dampproofing shall be 
spray applied to CMU in accordance with the manufacturer’s recommendations. 
 
MASONRY FOAM INSULATION:  Furnish and install “Core-Fill-500” foam insulation 
in the exterior masonry walls from finish floor to the underside of the roof deck.  
Insulation shall be pumped into the cores of the CMU block.  Patch all holes drilled to 
facilitate installation.  All work shall be performed by factory trained technicians in 
accordance with the manufacturer’s specifications and instructions. 
 
EXTERIOR STUD WALL INSULATION:  Furnish and install fiberglass batt insulation 
at all exterior stud walls as shown.  Exterior stud walls shall be insulated with R-19, 6″ 
fiberglass batt insulation with a kraft facing installed between the wall studs.  Fiberglass 
shall be chinked around all window and door openings as required.  All penetrations 
through exterior walls shall be sealed. 
 
CEILING INSULATION:  Furnish and install all ceiling insulation as shown.  Ceilings 
shall be insulated with R-__, blown cellulose insulation in the attic ceiling areas as 
shown.  Insulation shall be installed between and over the bottom chord of the roof 
trusses.  Ceilings shall be insulated with R-__, fiberglass batt insulation with a kraft 
facing in the attic ceiling areas as shown.  Insulation shall be installed between the 
bottom chord of the roof trusses.  Provide “Polyvent” insulation baffles at the eaves for 
proper ventilation.  
 
SHINGLE ROOFING:  Furnish and install a complete shingle roof system as shown.  
Roof shingles shall be “CertainTeed Landmark Pro” fiberglass shingles or an approved 
equal, installed over 15 lb. felt paper.  Provide metal drip edge at all roof edges as 
required.  Provide continuous nail over type ridge vent at all ridges as shown.  Provide ice 
and water shield at all valleys and 3′ back at all roof edges.  Provide all miscellaneous 
flashings as required for a complete weatherproof installation.  Colors to be selected by 
the Owner. 
 
MEMBRANE ROOFING:  Furnish and install a .060 thick, mechanically attached / 
ballasted / fully adhered EPDM/TPO membrane roof system as shown.  Roof membrane 
shall be as manufactured by “Firestone/Carlisle” or approved equal.  Provide 
manufacturer's standard ___ year warranty on the roof system.  Roofing shall be installed 
over a double layer of 2.6″ polyisocyanurate rigid insulation and shall provide an 
insulation value of R-30.  The insulation shall be mechanically attached to the roof deck.  
Provide tapered insulation to form crickets at the roof drains for proper drainage.  Roof 
membrane shall extend up and over the backside of the parapet walls as shown.  Provide 
all base flashings and miscellaneous flashings as required.  Provide flashing for all roof 
penetrations indicated on the Drawings including curbs, vents, drains, overflows, flues, 
etc. 
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BUILT-UP ROOFING:  Furnish and install a complete built-up roofing system as shown.  
Roof shall be a 4-ply built-up roof system with a SBS modified bitumen cap sheet as 
manufactured by “Johns Manville” or approved equal.  Provide manufactures standard 20 
year guarantee on the roof system.  Roofing shall be installed over 3.1″ polyisocyanurate 
rigid insulation, mechanically attached to the substrate.  Provide a ½″ recovery board, 
secured to the base layer of insulation with hot asphalt.  The total thermal value of the 
roof insulation system shall be R20.39.  Provide tapered insulation to form crickets at the 
roof scuppers/drains for proper drainage as required.  Provide SBS modified bitumen 
base flashings and miscellaneous flashings as required.  Flash all roof penetrations 
indicated on the Drawings including curbs, vents, drains, overflows, flues, etc.  Provide 
fiber cant strips at the parapet walls as required. 
 
ROOF HATCH:  Furnish and install one (1) each fully insulated roof access hatch.  Roof 
hatch to be “Bilco” S-50, 2′-6″ X 3′-0″ aluminum hatch with curb or approved equal. 
 
ROOF PROTECTION PADS:  Furnish and install the manufacturer’s roof walkway 
protection pads from the roof access ladder to all roof top HVAC equipment and exhaust 
fans as shown. 
 
METAL ROOFING:  Furnish and install a complete metal roof system for the ________ 
as shown.  Metal roofing shall be a “Petersen Aluminum Corporation”, Snap-Clad 
Standing Seam roof system.  Panels shall be .032 aluminum, prefinished in 
manufacturer’s standard colors.  Provide all flashing, closures and accessories as required 
for a complete weatherproof system.  Metal roofing shall provide a 20-year material 
finish warranty from the manufacturer.  Color to be selected by the Owner. 
 
SHEET METAL:  Furnish and install all flashing and sheet metal work as shown.  Sheet 
metal work shall include .040 mill finish aluminum flow-thru gravel stop, .032 aluminum 
gutters, downspouts and copings at the parapet walls, prefinished in manufacturer’s 
standard colors.  Provide .032 aluminum TPO coated through-wall scuppers and 
overflows, prefinished in standard colors.  All colors to be selected by the Owner from 
subcontractor’s standard samples.  Provide elbows and splash blocks at grade to direct the 
water away from the foundation.  Provide transitions to connect downspouts to the 
underground roof drain piping as required.  Copings at the parapet walls shall be installed 
on a cant strip to provide slope for drainage back onto the roof. 
 
GUTTERS AND DOWNSPOUTS:  Furnish and install 6″ prefinished aluminum 
seamless gutters and 3″ X 4″ matching downspouts as shown.  Color to be selected by the 
Owner from subcontractor’s standard samples.  Provide elbows and splash blocks at 
grade to direct the water away from the foundation.  Provide transitions to connect 
downspouts to the underground roof drain piping as required. 
 
SOFFITS AND FASCIA:  Furnish and install all soffit, fascia, frieze and porch ceilings 
as shown.  Soffit at all overhangs shall be CertainTeed, Triple 3-1/3ʺ “Invisivent” vented 
vinyl soffit.  Canopy ceilings shall be CertainTeed Triple 3-1/3ʺ “Solid Soffit”.  Cover all 
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fascia and rakes with .032 prefinished aluminum as manufactured by “Alcoa” or 
approved equal.  Provide all exterior Fypon or Azek trims and moldings to include dentil 
molding, fascia, frieze boards and beam trim as detailed.  Provide all trims and 
accessories as required for a complete installation.  Colors to be selected by the Owner. 
 
VINYL SIDING:  Furnish and install all vinyl siding as shown.  Siding shall be 
“Norandex” or equal, __″ commercial weight vinyl siding.  Include all flashings, trims 
and accessories as required for a complete weatherproof installation.  Color to be selected 
by the Owner.   
 
LOUVERS AND SHUTTERS:  Furnish and install ___ () each __″ vinyl louvers in the 
gable walls as shown.  Louvers shall be prefinished in manufacturer’s standard color.  
Furnish and install ___ () pair of raised panel/louvered vinyl shutters at the windows as 
shown.  Shutters shall be prefinished.  Color to be selected by the Owner from 
manufacturer’s standard colors. 
 
EIFS SYSTEM:  Furnish and install a complete exterior insulation and finish system 
(EIFS) as shown.  EIFS system shall be a standard PB class system using expanded 
polystyrene board, adhesive, base coat, standard mesh and finish coat.  Color and finish 
texture to be selected by the Owner from the subcontractor’s standard selections.  System 
shall be nominal ___″ thick with all reveals and accents as shown.  Provide all control 
joints and caulking as required.  EIFS system shall be as manufactured by “USG”, or an 
approved equal.   
 
AWNINGS:  Furnish and install ___ () each shed style awnings as shown on the 
drawings.  The frames shall be fabricated using galvanized pipe.  The covers shall be 
fabricated using opaque vinyl coated Dacron “Weblon Coastline Plus” fabric.  Pattern 
and colors to be selected by the Owner.   
 
CAULKING AND SEALANTS:  Furnish and install all exterior and interior caulking as 
required.  Provide caulking of all exterior masonry wall control joints, hollow metal door 
frames, window frames, louvers and penetrations as required.  Provide interior caulking 
for all toilet fixtures, counter tops, etc. as required. 
 
 
DIVISION 8 - DOORS AND WINDOWS 
 
ALUMINUM STOREFRONT DOORS:  Furnish and install all aluminum storefront 
entrance doors in sizes as scheduled.  Storefront doors shall be Narrow Style aluminum 
entrance doors as manufactured by “Kawneer/YKK/Vista Wall” or approved equal.  
Doors shall be complete with aluminum threshold, offset pivots, surface mounted door 
closure, standard push/pulls and deadbolt lockset with inside thumb turn.  Provide 
sidelights and transoms as shown.  Doors shall be glazed with ¼″ clear/tinted tempered 
glass.  Sidelights and transoms shall be framed with manufacturer’s standard thermal 
framing and glazed with 1″ insulated Low ‘E’, clear/ tinted glass.  Provide tempered glass 
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where required by code.  Finish for aluminum shall be dark bronze anodized/clear 
anodized/standard Kynar 500 painted finish aluminum.  Colors for glazing and aluminum 
framing are to be selected by the Owner from the manufacturer’s standard selections. 
 
ALUMINUM STOREFRONT WINDOWS:  Furnish and install all aluminum framed 
fixed window units in sizes and shapes as shown.  Windows shall be thermal framed units 
as manufactured by “Kawneer/YKK/Vista Wall” or approved equal.  Windows shall be 
glazed with 1″ insulated, Low ‘E’ clear/ tinted glass.  Provide tempered glass where 
required by code.  Finish for aluminum shall be dark bronze anodized/clear 
anodized/standard Kynar 500 painted finish aluminum.  Colors for glazing and aluminum 
are to be selected by the Owner from the manufacturer’s standard selections. 
 
OVERHEAD DOORS:  Furnish and install ___ () each ___′ X ___′ sectional steel 
insulated overhead doors as scheduled.  Doors shall be ____ Series, “Thermacore” as 
manufactured by _______________ or approved equal.  Doors shall be prefinished in 
manufacturer’s standard colors with baked enamel finish.  Color to be selected by the 
Owner.  Doors shall be equipped with torsion spring balance, galvanized standard 
lift/high lift/vertical lift track, end stile inside only lock and weather-stripping.  Doors 
shall be manually/chain hoist/electric operated.  Provide interior open/close/stop control 
button and pneumatic safety bottom edge. 
 
ROLL-UP DOORS:  Furnish and install ___ () each ___′ X ___′ steel roll-up insulated 
doors as scheduled.  Doors to be ___ Series as manufactured by ____________ or 
approved equal.  Doors to be factory primed for field painting.  Doors shall be inside 
mounted, equipped with torsion spring balance, heavy duty steel angle guides, locking 
device and weather-stripping.  Doors to be manually/chain hoist/electric operated.  
Provide interior open/close/stop control button and pneumatic safety bottom edge. 
 
ROLL-UP FIRE DOORS:  Furnish and install __ () each ___′ X ____′ steel roll-up fire 
doors as scheduled.  Fire doors to be ____ Series as manufactured by _________ or 
approved equal.  Doors to be factory primed for field painting.  Doors shall be inside 
mounted, equipped with torsion spring balance, heavy duty steel angle guides, and 
locking devices.  Provide thermal links as required for automatic closing of the doors.  
Doors to be manually/chain hoist/electric operated.  Provide interior open/close/stop 
control button and pneumatic safety bottom edge. 
 
WINDOWS:  Furnish and install ___ () each “Andersen/Pella” __________ windows as 
shown.  Windows to have prefinished ___ exterior and prefinished white interiors.  
Windows to be glazed with High Performance Low ‘E’ glass with finelight grilles 
between the glass panes.  Windows to be supplied with prefinished white extension jambs 
as required.  Color to be selected by the Owner. 
 
EXTERIOR INSULATED CORE METAL DOORS:  Furnish and install all exterior 
insulated core steel doors as scheduled.  Each door to be equipped with steel jamb, lever 
handle mortise lock, heavy duty door closure, aluminum threshold and weather stripping 
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as scheduled.  Provide metal framed glass light kits in doors where scheduled, glazed 
with safety glass.   
 
INTERIOR HOLLOW CORE METAL DOORS:  Furnish and install all interior hollow 
core steel doors as scheduled.  Each door to be equipped with steel jamb, lever handle 
cylinder lockset and finish hardware as scheduled.  Provide metal framed glass light kits 
in doors where scheduled, glazed with safety glass.  Provide fire rated assemblies where 
required by code.  
 
INTERIOR SOLID CORE WOOD DOORS:  Furnish and install all interior solid core 
wood doors as scheduled.  Doors to be solid core birch leaves, factory prefinished and 
equipped with steel jamb and lever handle lockset and finish hardware as scheduled.  
Provide metal framed glass light kits in doors where scheduled, glazed with safety glass.  
Provide fire rated assemblies where required by code.  Colors for doors and hardware to 
be selected by the Owner. 
 
INTERIOR PRE-HUNG DOORS:  Furnish and install all interior pre-hung doors as 
scheduled.  Doors to be pre-hung, 6-panel solid core Masonite doors, with wood jambs, 
wood casing and lever handle hardware as scheduled. 
 
CASED OPENINGS:  Furnish and install ___ () each hollow metal cased opening frames 
as scheduled. 
 
HOLLOW METAL WINDOW:  Furnish and install __ () each ___′ X __′ hollow metal 
window frame at the _________ as shown.  Window to be glazed with ¼″ clear safety 
glass. 
 
ACCESS DOORS:  Furnish and install ___ () each  __′ X __′ steel access doors at the 
___ as shown.  Access doors shall be as manufactured by “Karp” or approved equal. 
 
 
DIVISION 9 - FINISHES 
 
METAL STUD FRAMING:  Furnish and install metal stud framing for all exterior walls, 
interior partitions, headers, bulkheads, ceilings, etc. as shown.  Metal stud framing for 
exterior walls shall be ___″, __ gauge metal studs spaced 16″ on center.  Provide all 
bracing as required.  Metal stud framing for interior partitions, bulkheads, etc. shall be 1-
5/8″, 3-5/8″ or 6″, 20 gauge metal studs as detailed, spaced 24″ on center.  Metal framing 
for ceilings, where shown, shall be 7/8″ framing, attached to the bottom cord of the bar 
joist.  Provide ___″ metal furring at the masonry walls as detailed.  Provide bracing for 
all interior metal stud partitions per industry standards. 
 
EXTERIOR SHEATHING:  Furnish and install exterior sheathing for all exterior metal 
stud walls as shown.  Exterior sheathing shall be 7/16″ Huber Zip wood sheathing as 
shown.  Tape all joints in the sheathing as recommended by the manufacturer.  Exterior 
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sheathing shall be __″, Dens Glas Gold, exterior gypsum sheathing or an approved equal.  
Gypsum sheathing shall be screwed to the metal studs and covered with “Dow” 
Styrofoam Weathermate Plus or equal, exterior vapor barrier building wrap.  All seams of 
vapor barrier shall be taped.  Screw brick ties to metal studs as shown. 
 
SOUND CONTROL INSULATION:  Furnish and install sound control insulation at all 
interior partitions as shown.  Sound control for 3-1/2″ partitions shall be R-11, 3-1/2″ 
unfaced fiberglass batt insulation.  Sound control for 6″ partitions shall be R-19, 6″ 
unfaced fiberglass insulation.  Sound control insulation shall be installed from finished 
floor to the finished ceiling. 
 
INTERIOR GYPSUM BOARD:  Furnish and install gypsum board drywall finish for all 
partition walls, bulkheads and ceilings as shown on the Drawings.  All drywall shall be 
screwed.  Fire rated partitions shall receive 5/8″ Type “X”, fire rated drywall.  All other 
partitions shall receive 5/8″ drywall.  Exposed drywall ceilings shall receive 5/8″ drywall.  
Provide moisture resistant drywall behind all sinks, showers, wet areas, etc.  All drywall 
exposed to view shall have edges taped, bedded, and sanded, ready to receive paint.  
Provide 5/8″ drywall sub-ceiling attached to the bottom chord of the roof truss to support 
the ceiling insulation as shown.  Provide 1/2″ drywall draft stops in the attic space as 
shown.  Concealed drywall sub-ceilings and draft stops shall be taped and blocked per 
County code.  Provide all corner bead, J-bead, expansion joint, tape, accessories, etc. as 
required for a complete system. 
 
ACOUSTICAL CEILINGS:  Furnish and install suspended acoustical tile ceilings where 
scheduled on the Drawings.  Acoustical tile for 2′ X 4′ ceilings shall be USG “Radar”, 
#2310, 5/8″ thick standard fissured lay-in acoustical tiles or approved equal with 15/16″ 
standard duty grid.  Acoustical tile for 2′ X 2′ ceilings shall be “USG”, #414 Frost, 3/4″ 
thick reveal edge fissured ceiling tile or approved equal with 15/16″ standard duty grid.  
Provide all wall angle, main runners, cross tees and accessories as required for a complete 
system. 
 
PAINTING:  Furnish and install all exterior and interior painting and finishing work as 
required.  Exterior Painting:  Exterior CMU scheduled for painting shall receive one (1) 
coat of “Duron” MaxBond waterborne acrylic surface conditioner and one (1) coat of 
“Duron” Maxflex Premium, 100% acrylic, elastomeric finish coat per manufacturer’s 
instructions.  Exterior steel door frames, doors and ferrous metals including angle lintels, 
beam lintels, pipe bollards, hand rails, guard rails, etc. shall receive two (2) coats of 
exterior semi-gloss enamel.  All exterior Azek trim, fiberglass louvers and columns shall 
receive two (2) coats of 100% acrylic exterior weather shield paint.   
Interior Painting:  All exposed interior gypsum drywall shall receive one (1) coat of 
“Sheet Rock Brand” 1st Coat, drywall primer and two (2) coats of latex flat paint at 
partitions and ceilings.  Interior steel door jambs, window jambs and steel doors shall 
receive two (2) coats of latex semi-gloss enamel.  Interior pre-hung Masonite doors and 
wood frames shall receive two (2) coats of latex semi-gloss enamel.  All exposed interior 
steel stairs, railings, lintels, etc. shall receive two (2) coats of latex semi-gloss enamel.  
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Interior exposed masonry block scheduled for painting shall receive one (1) coat of tinted 
block filler and two (2) coats of latex semi-gloss enamel.  Exposed concrete floors 
scheduled for painting shall receive two (2) coats of concrete floor paint.  Interior wood 
trim including wood window casing, shelves, chair rail, etc. shall be primed and receive 
two (2) coats of latex semi-gloss enamel.  Interior exposed steel roof deck and bar joist 
that is to be painted shall receive one (1) coat of “Dry Fall”, latex flat paint.  All colors to 
be selected by the Owner. 
 
WALL COVERING:  Furnish and install vinyl wall covering at all areas as scheduled.  
This Contract includes an allowance in the amount of $_____ per roll/yard for the 
purchase of the wall covering.  Owner shall select wall covering from the subcontractor’s 
standard samples. 
 
CARPET:  Furnish and install all carpet flooring as scheduled.  Carpet shall be “_____”, 
26 ounce nylon carpet or approved equal.  All carpet shall be glue direct.  Provide all 
accessories as required for a complete installation including vinyl transition strips, 
reducer strips, glue, etc.  Carpet shall be laid out to minimize seams.  Provide 4” tall 
bound carpet base at all rooms receiving carpet flooring as scheduled.  Color to be 
selected by the Owner. 
 
VINYL COMPOSITION TILE:  Furnish and install all vinyl composition tile floors as 
scheduled.  Vinyl tile shall be “Decoria Luxury Vinyl Tile”, 12″ x 12″ x 1/8″ tile or 
approved equal.  Provide all accessories as required for a complete installation including 
vinyl transition strips, reducer strips, glue, etc.  Color to be selected by the Owner. 
 
SHEET VINYL FLOORING:  Furnish and install all sheet vinyl flooring as scheduled.  
Sheet vinyl shall be Mannington “_______” commercial sheet flooring or approved 
equal.  All seams shall be chemically welded.  Provide all accessories as required for a 
complete installation including vinyl transition strips, reducer strips, glue, etc.  Color to 
be selected by the Owner. 
 
SANITARY SHEET FLOORING:  Furnish and install all sanitary sheet vinyl flooring 
with integral cove base as scheduled.  Sanitary sheet vinyl flooring shall be Armstrong 
Homogeneous “Medintech” sheet vinyl with integral 4″ flash cove base.  All seams to be 
chemically welded.  Provide all accessories required for a complete installation including 
vinyl transition strips, reducer strips, glue, etc.  Color to be selected by the Owner. 
 
VINYL PLANK FLOORING:  Furnish and install all vinyl plank flooring as scheduled.  
Vinyl plank flooring to be Decoria Luxury Vinyl Plank or approved equal.  Provide all 
accessories as required for a complete installation including vinyl transition strips, 
reducer strips, glue, etc.  Color to be selected by the Owner. 
 
VINYL BASE, TREADS AND RISERS:  Furnish and install 4″ tall vinyl cove base at all 
partition walls as scheduled.  Vinyl base shall be as manufactured by “Johnsonite” or 
approved equal.  Provide rubber stair treads and landings with matching risers at the 
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stairs as scheduled.  Rubber treads and landings shall be Johnsonite Rubber Raised 
Round Surface Tile with Square Nosed stair treads as manufactured by “Johnsonite” or 
approved equal.  Color to be selected by the Owner. 
 
WOOD FLOOR:  Furnish and install all wood flooring as scheduled.  Wood floor to be 
engineered wood laminate floor as manufactured by BHK, “Moderna” or approved equal.  
Provide matching quarter round trim at the base.  The wood floor to be installed in 
accordance with the manufacturer’s instructions and specifications.  Color to be selected 
by the Owner. 
 
CERAMIC AND QUARRY TILE:  Furnish and install all ceramic and quarry tile floor, 
base and walls as scheduled.  Ceramic tile floor for the ________ shall be 12″ X 12″ thin 
set commercial grade tile with matching 3″ X 12″ bullnose base.  Tile shall be Dal Tile, 
“Cliff Pointe” series, price group 1 or approved equal.  Ceramic tile floors at the 
__________ shall be 2″ X 2″ thin set commercial grade tile with cove base.  Tile shall be 
“American Olean”, Unglazed Ceramic Mosaics, price group 1.  Ceramic wall tile at the 
_______ shall be “American Olean”, 4″ X 4″ Sanibrites, Glazed Porcelain Ceramic 
Mosaics, price group 1, or approved equal.  Quarry tile at the kitchen and pantry shall be 
“Dal Tile”, 6″ X 6″ Suretread with matching cove base.  Provide all trims and accessories 
as required for a complete installation.  All tile floors shall be thin set.  Provide matching 
grout for all tile selections as selected by the Owner.  
 
ENTRANCE MATS:  Furnish and install ___ () each __ʹ X __ʹ recessed entrance mat at 
the __________ as shown.  Entrance mat shall be Mats, Inc. Recessed Foot Grill, “Grate 
Mat” with carpet inserts.  Color to be selected by the Owner.  
 
FIBERGLASS PANELS:  Furnish and install fiberglass reinforced panels, (FRP) at the 
________ as scheduled.  Provide all trims, glue and accessories as required for a 
complete installation.  FRP panels shall be as manufactured by Panolam or equal, in 
manufacturer’s standard colors.  Color to be selected by the Owner. 
 
EXTRUTECH PANELS:  Furnish and install extruded plastic panels at the _______ as 
shown.  Panels shall be installed from the floor to 12′ above the floor in the wash bay 
tunnel as specified.  Plastic panels to be Extrutech #P240012 panels in white finish.  
Provide all trims and accessories for a complete installation.  Panels to be installed in 
accordance with the manufacturer’s instructions.   
 
WAINSCOT PANELING:  Furnish and install __′ tall wainscot wood paneling at the 
________ as specified.  Paneling to be “Marlite Plank”, #___________ with matching 
trims.  Panels to be installed in accordance with the manufacturer’s instructions.  Color to 
be selected by the Owner. 
 
SLATWALL:  Furnish and install slat wall at the Sales Area perimeter walls as 
scheduled.  Slat wall shall be Displawall 6000 Series as manufactured by Marlite or 
approved equal.  Displawall shall have mill finish aluminum inserts and shall be finished 
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in Monofinish Series painted finish as selected by the Owner.  Displawall shall start 
approximately _″ above the floor and be installed to _____″ above the floor.  Provide all 
trims and accessories as required for a complete installation.   
 
EXPOSED CONCRETE:  All exposed interior concrete slabs not scheduled for finish 
shall receive one (1) coat of heavy duty concrete sealer. 
 
 
DIVISION 10 - SPECIALTIES 
 
TOILET COMPARTMENTS:  Furnish and install ___ () each toilet compartments and 
__ () each urinal screens as shown.  Provide handicap accessible stalls as shown.  Toilet 
compartments and urinal screens shall be as manufactured by “Flush Metal” or equal.  
Toilet compartments to be factory fabricated steel, floor mounted, head rail braced, 
complete with doors and hardware.  Fittings and hardware to be chrome plated.  All 
remaining surfaces to be finished in manufacturer's standard baked enamel.  Color to be 
selected by the Owner. 
 
RESTROOM ACCESSORIES:  Furnish and install factory fabricated toilet accessories at 
the toilet rooms.  Toilet accessories shall be as manufactured by “ASI” or approved 
equal.  Toilet accessories shall include all handicap grab bars, double roll toilet paper 
holders, surface mounted C-fold towel cabinets, feminine napkin disposals, soap 
dispensers, baby diaper changing station, mirrors, shower curtains and rods and towel 
bars as shown.  Provide a 30″ mop holder with shelf at the mop sink in the janitor’s closet 
as required.  Provide submittals for Owner’s approval. 
 
DOOR SIGNS:  Furnish and install _______ () each door signs at the bathroom doors as 
required.  Signs to be plastic engraved signs with Braille to meet handicap codes.  This 
Contract includes an allowance in the amount of $______ for __ () each interior door 
signs.  Owner to provide wording for signs.   
 
FIRE EXTINGUISHERS:  Furnish and install ___ () each fire extinguishers in semi 
recessed cabinets and ___ () each surface mounted fire extinguishers.  Extinguisher type 
and location shall be as per Maryland State Fire Marshal's requirements.  Cabinets shall 
be steel cabinets with white baked enamel finish and full view glass doors.  Provide fire 
rated cabinets where located in fire rated partitions as required. 
 
FOLDING PARTITION:  Furnish and install one (1) each __′ X __′ folding partition at 
________ as shown.  Partition shall be “Modernfold” Acoustic-Seal #AS933 with vinyl 
finish or approved equal.  Partition shall have a sound transmission coefficient (STC) 
rating of 47.  Partition shall be continuously hinged, manually operated with automatic 
bottom seal and heavy duty steel suspension system.  Color to be selected by the Owner. 
 
LOCKERS AND BENCHES:  Furnish and install all lockers and benches as shown.  
Lockers to be ***********. 
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DIVISION 11 - EQUIPMENT 
 
KITCHEN APPLIANCES:  Furnish and install the kitchen appliances as shown.  
Appliances shall be as manufactured by Sears/GE or approved equal.  Appliances shall 
include:  One (1) each 21 cubic foot refrigerator, one (1) each 1,100 watt microwave 
oven, one (1) each __, and one (1) each __.  This Contract includes an allowance in the 
amount of $____ for the purchase of the kitchen appliances. 
 
KITCHEN EXHAUST HOODS:  Furnish and install ___ () each __′ X __′ stainless steel 
exhaust hood for the ___________ as required.  Exhaust hood will be stainless steel 
exposed exhaust hood with self-compensating return air including all related ductwork, 
fire rated duct wrap, Ansul fire suppression system and exhaust and fresh air fans, sized 
as required.  Provide a stainless steel wall panel from the bottom of the hood to the floor.  
Provide stainless steel skirting from the hood to the ceiling as required. 
 
DOCK BUMPERS:  Furnish and install ____ () each 10″ X 36″ laminated rubber dock 
bumpers at the loading dock wall.  Dock bumpers to be as manufactured by “American 
Floor Products Co.” or equal. 
 
 
DIVISION 12 - FURNISHINGS 
 
INTERIOR CABINETRY:  Furnish and install all wall and base cabinets and plastic 
laminate counter tops, shelves and supports as detailed on the Drawings.  Cabinets shall 
be “Merillat”, Seneca Ridge maple raised panel wood cabinets or an approved equal.  
Finish to be selected by the Owner.  Cabinets shall be custom fabricated plastic laminate 
cabinets with ¾″ melamine construction at interior and plastic laminate on all exterior 
exposed surfaces.  Provide all hinges, drawer slides, pulls, etc. as required for a complete 
installation.  Plastic laminate counter tops and shelves shall be ¾″ plywood, self-edging 
counter tops with plastic laminate finish.  Provide plastic laminate back and side splashes 
as required.  Plastic laminate shall be as manufactured by “Formica” or approved equal.  
Color to be selected by the Owner.  This Contract includes an allowance in the amount of 
$____ for cabinets and counters. 
 
WINDOW SILLS:  Furnish and install ___ () each, plastic laminate window sills at the 
exterior windows as required.  Window sills shall be constructed on ¾″ plywood 
substrate with 1-1/2″ reveal edge.  Plastic laminate shall be as manufactured by 
“Formica” or approved equal.  Color to be selected by the Owner. 
 
WINDOW BLINDS:  Furnish and install window blinds for all exterior windows as 
required.  Blinds to be Hunter Douglas “Vertical Solutions” fabric blinds with valances.  
Color and pattern to be selected by the Owner. 
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DIVISION 13 - PRE-ENGINEERED BUILDING 
 
PRE-ENGINEERED BUILDING:  Furnish and erect one (1) each “VARCO-PRUDEN” 
pre-engineered building system as shown.  Building shall be ____′ X _____′ with a 
______′ eave height.  Building shall be designed to support ____ pounds per square foot 
live load and ___ miles per hour wind load.  VARCO-PRUDEN Building Systems shall 
provide complete design calculations for all structural components of the building.  
Building shall be designed in strict accordance with the latest editions of the B.O.C.A. 
Building Code, A.I.S.C. and M.B.M.A. Specifications.  The building shall have a _____ 
roof pitch.  Building length shall be composed of ___ () each ___′ bays with ____ () each 
interior frames and __ () each post and beam end walls and __ () each full load end wall 
frame for future expansion.  Interior frames shall be clear span/CB __ frames with ___ () 
each interior columns.  All structural steel components for the building system are 
completely shop fabricated for field bolting and are painted one (1) shop coat of rust 
inhibitive primer. 
 
ANCHOR BOLTS:  Anchor bolts are included for anchoring this building to the concrete 
foundation.  These anchor bolts are to be set according to the size, location, and 
projection shown on the anchor bolt setting plan. 
 
METAL BUILDING ROOF INSULATION:  Furnish and install R- __, __″ thick, 
fiberglass insulation with a Polypropylene/Scrim Core/Metallized Polyester facing at all 
metal panel roof areas as shown.  Insulation shall be WMP-50 as manufactured by 
“Lamtec” or an approved equal.  Color of facing to be White.  Insulation shall have a 
Certified 25, flame spread rate and Class 50 smoke rate.  The insulation shall be installed 
between the purlins and roof panels. 
 
METAL BUILDING WALL INSULATION:  Furnish and install R-__, __″ thick, 
fiberglass insulation with a Polypropylene/Scrim Core/Metallized Polyester facing at all 
metal panel walls as shown.  Insulation shall be WMP-50 as manufactured by “Lamtec” 
or an approved equal.  Color of facing to be White.  Insulation shall have a Certified 25 
flame spread rate and Class 50 smoke rate.  The insulation shall be installed between the 
girts and wall panels. 
 
ROOF PANELS:  Roof panels shall be VARCO-PRUDEN, “Panel-Rib”, roof panels.  
Panels shall be roll formed from 26 gauge Galvalume steel.  Panels are 3′ wide with 1-
1/4″ high primary ribs on 12″ centers and two (2) minor ribs between each primary rib.  
Panels shall be secured to the steel frame with stainless steel capped self-drilling 
fasteners.  Panels shall be side lapped one (1) rib and sealed with continuous ¼″ wide X 
3/16″ thick butyl rubber tape.  Provide all ridge caps, trims and flashing as required for 
complete system.  Panel finish to be VARCO-PRUDEN’S standard Galvalume finish 
which carries a twenty (20) year factory Perforation Warranty.  Color finish to be 
VARCO-PRUDEN KXL (70% Kynar) coating, which carries a twenty (20) year factory 
Paint Warranty.  Color to be selected by the Owner. 
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ROOF PANELS:  Roof panels shall be VARCO-PRUDEN, “SSR”, standing seam roof 
panels.  Panels shall be roll formed from 24 gauge Galvalume steel.  Panels to be 2′-0″ 
wide with 3″ high primary ribs on 24″ centers.  Panels shall be secured to steel frame 
with concealed self-drilling screws and cadmium plated clip assembly.  Roof seams shall 
be side lapped one (1) rib and machine sealed.  Provide all ridge caps, trims and flashing 
as required for complete system.  Panel finish to be VARCO-PRUDEN’S standard 
Galvalume finish which carries a twenty (20) year factory Perforation Warranty.  Color 
finish to be VARCO-PRUDEN KXL (70% Kynar) coating, which carries a twenty (20) 
year factory Paint Warranty.  Color to be selected by the Owner. 
 
EXTERIOR WALL PANELS:  Exterior wall panels shall be VARCO-PRUDEN, “Panel-
Rib”, wall panels.  Panels shall be roll formed from 26 gauge Galvalume steel.  Panels to 
be 3′ wide with 1-1/4″ high primary ribs on 12″ centers and two (2) minor ribs between 
each primary rib.  Panels shall be secured to the steel frame with color coded self-drilling 
fasteners.  Panels shall be side lapped one (1) rib.  Provide all corner trims, flashings, etc. 
as required for a complete system.  Color finish to be VARCO-PRUDEN KXL (70% 
Kynar) coating, which carries a twenty (20) year factory Paint Warranty.  Color to be 
selected by the Owner.  
 
EXTERIOR WALL PANELS:  Exterior wall panels shall be VARCO-PRUDEN, “Vee-
Rib”, wall panels.  Panels shall be roll formed from 26 gauge Galvalume steel.  Panels to 
be 3′ wide with a V-groove pattern creating 1-1/4″ deep reveal primary ribs on 12″ 
centers and one (1) minor V-groove between each primary rib.  Panels shall be secured to 
the steel frame with color coded self-drilling fasteners.  Panels shall be side lapped one 
(1) rib.  Provide all corner trims, flashings, etc. as required for a complete system.  Color 
finish to be VARCO-PRUDEN KXL (70% Kynar) coating, which carries a twenty (20) 
year factory Paint Warranty.  Color to be selected by the Owner.  
 
GUTTERS:  Furnish and install VARCO-PRUDEN standard box style gutters at all eave 
conditions.  Provide matching downspouts to finish grade equipped with 45 degree 
elbows to throw roof water away from the building foundation.  Color finish to be 
VARCO-PRUDEN KXL (70% Kynar) coating, which carries a twenty (20) year factory 
Paint Warranty.  Color to be selected by the Owner.  
 
GUTTERS:  Furnish and install 12 gauge stainless steel valley gutters including 
downspouts with 45 degree elbows to throw roof water away from building foundation. 
 
GABLE FLASHING:  Furnish and install VARCO-PRUDEN box type gable flashing at 
all gable wall/roof conditions as required.  Include all trims and flashings as required for 
complete installation.  Color finish to be VARCO-PRUDEN KXL (70% Kynar) coating, 
which carries a twenty (20) year factory Paint Warranty.  Color to be selected by the 
Owner.  
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DOORS:  Furnish and install ____ () each 3′-0″ X 7′-0″ exterior insulated pre-assembled 
hollow metal service doors as shown.  Doors shall be prefinished with a backed enamel 
textured finish in manufacturer’s standard color.  Doors shall be provided with heavy 
duty closure, mortise lock, and weather-stripping.  Include all necessary structural 
supports, flashing and trim as required for a complete installation.  Color to be selected 
by the Owner.  
 
LINER PANEL:  Furnish and install approximately __ linear feet of 26 gauge Panel-Rib 
wall panels X ___′ high on interior walls, including flashing at top, corners, and 
accessory openings where required.  Color finish to be VARCO-PRUDEN KXL (70% 
Kynar) coating, which carries a twenty (20) year factory Paint Warranty.  Color to be 
selected by the Owner.  
 
WINDOWS:  Furnish and install ___ () each ___′ X ___′, VARCO-PRUDEN aluminum 
horizontal slide type windows.  The sash shall be pre-glazed with __ glass and opening 
sections shall be screened.  Provide all flashing and accessories as required for a 
complete installation. 
 
WINDOWS:  Furnish and install ___ () each ___′ X __′, VARCO-PRUDEN aluminum 
project-out sash windows.  The sash shall be pre-glazed with ___ glass and opening 
sections shall be screened.  Provide all flashing and accessories as required for a 
complete installation. 
 
VENTILATORS:  Furnish and install ___ () each 10′-0″ X 9″ throat, ridge ventilators 
with bird screen, damper, and pull chain operator. 
 
SKYLIGHTS:  Furnish and install ____ () each ___′ X 10′, VARCO-PRUDEN 
standard/insulated fiberglass plastic skylight panels.  Configurations shall match the 
VARCO-PRUDEN roof panels.  Provide all flashing and accessories as required for a 
complete installation.  Color to be opaque white. 
 
ROOF EXTENSION CANOPY:  Furnish and install ___ linear feet X ___′ deep, 
VARCO-PRUDEN gable/eave roof extension canopy complete with necessary purlins, 
roof panels, soffit panels, closures, and flashing. 
 
WALK DOOR CANOPY:  Furnish and install ___ () each ___′ X ___′, VARCO-
PRUDEN flat roofed canopy with necessary supports and flashing. 
 
FACADE:  Furnish and install ___ linear feet of ___′ tall VARCO-PRUDEN________ 
facade.  Facade shall be supported from building structural members.  Facade covering 
shall be _________.  Soffit panels shall be prefinished vented aluminum with all required 
flashings.  Color to be selected by the Owner.  
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LOUVER:  Furnish and install ____ () each __′ X _′, adjustable louver with necessary 
structural supports, fasteners, interior mounted bird screen, and sufficient chain to reach 
within 4′ of the floor. 
 
 
DIVISION 14 - CONVEYING SYSTEMS 
 
ELEVATOR:  Furnish and install one (1) each ____ lb. standard speed passenger 
elevator as shown.  Elevator to be “ThyssenKrupp” _________ hydraulic passenger 
elevator.  Doors to be single speed side opening finished with #4 Stainless Steel.  Cab to 
be finished with manufacturer’s standard plastic laminate finish on walls, ___ floor and 
suspended ceiling as selected by the Owner.  Elevator shall be complete with all 
accessories as required to meet County and State codes.  Include 12 month maintenance 
agreement with emergency call-backs during working hours. 
 
 
DIVISION 15A - PLUMBING 
 
PLUMBING:  Furnish and install a complete plumbing system as shown.  Plumbing 
work shall meet State and County codes and shall be accomplished by skilled craftsmen 
in the employ of a subcontractor licensed to perform such work.  Plumbing system shall 
be complete, tested, inspected and ready for use.  Plumbing work shall include: 
 
ROUGH-IN:  Provide all rough-in ground work including excavation, backfill and 
compaction for the plumbing system as shown on the Drawings.  Provide all waste, vent, 
and water piping as required for all fixtures as shown.  All drain, waste and vent piping to 
be schedule 40 PVC.  All water piping above grade shall be CPVC pipe.  All water 
piping below grade shall be Type “K” copper.  Water and sewer service to be stubbed 5′ 
outside the building and connected to the site water and sewer systems.  Provide a ____ ″ 
backflow preventer and ____″ inside water meter for the domestic water service as 
required.  
 
FIXTURES:  Furnish and install all plumbing fixtures as scheduled.  Provide all trim and 
accessories as required for a complete installation including all waste, traps, strainers, 
faucets, valves, etc.  All fixtures to be commercial fixtures finished in White or Stainless 
Steel as specified or approved equal.  Provide handicap accessible fixtures where 
required by code.   
 
GAS PIPING:  Furnish and install all gas piping as required to the ______ at the _______ 
as shown.  Gas piping shall be black iron, sized as required, and stubbed out of the 
building at the service location.  Provide all valves and accessories as required.  Gas 
meter and service to the building are excluded from this Contract. 
 
AIR PIPING:  Furnish and install all air piping as shown. Air pipe shall be ____ as 
shown.  Air piping shall be installed from the air compressor, which is furnished and 
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installed by others, to all equipment as shown.  Provide connections to ___ () each 
________ as shown.  Provide all valves, drips, etc. as required.   
 
FIRE PROTECTION SPRINKLER SYSTEM:  Design, furnish and install a complete 
wet and dry type automatic fire protection sprinkler system.  System shall be designed for 
Ordinary Light Hazard and shall meet NFPA 13 standards.  Provide shop drawings to 
Maryland State Fire Marshal for approval.  System shall provide ___ () wet and __ () dry 
zones operated by a flow switch, connected to an exterior electric bell.  All pipe 2″ and 
smaller will be black steel schedule 10, 30 or 40.  All pipe 2-1/2″ and larger will be black 
steel schedule 10.  Sprinkler heads to be brass uprights in the exposed unfinished areas, 
dry gas filled uprights in concealed attic areas and ½″ chrome quick response pendants 
with two piece chrome covers in rooms with finished ceilings.  Provide rough 
brass/chrome fire department connection with matching plate and caps, located on the 
exterior wall as shown.  Centering of sprinkler heads in the acoustical ceiling tiles is 
excluded from this Contract.   
 
BACKFLOW PREVENTER:  Furnish and install one (1) each __″ backflow preventer 
for the fire protection sprinkler system as required.  Backflow shall include two (2) each 
OS&Y valves and two (2) each gasket kits and tamper switches.  Provide flushing of the 
underground fire line, witnessed by the Fire Marshall as required. 
 
 
DIVISION 15B - HEATING AND AIR CONDITIONING 
 
HEATING, VENTILATION AND AIR CONDITIONING:  Furnish and install a 
complete Heating, Ventilation and Air Conditioning (HVAC) system as shown.  HVAC 
work shall meet State and County codes and shall be accomplished by skilled craftsmen 
in the employ of a subcontractor licensed to perform such work.  The subcontractor shall 
furnish and install, complete, tested, inspected and ready for use, the following: 
 
HEAT PUMP SYSTEMS:  Furnish and install ___ () each __ -ton and ___ () each __ -
ton, split system heat pumps with electric backup heat coils as scheduled.  All systems to 
have a ____ SEER rating and shall be as manufactured by “_____” or approved equal.  
Include all ductwork, insulation, fresh air ducts, louvers, diffusers, return air grilles, 
dampers, fire dampers, condensate drain lines, refrigerant piping, thermostats and low 
voltage control wiring for a complete system as shown.  Thermostats to be programmable 
type with night setback.  Provide balancing of the air flow for proper system operation. 
 
AIR CONDITIONING:  Furnish and install __ () each __ -ton and ___ () each __ -ton, 
split system air conditioners with hot water heat coils, sized as required.  All systems to 
have a ___ SEER rating and shall be as manufactured by “_____” or approved equal.  
Include all ductwork, insulation, fresh air ducts, louvers, diffusers, return air grilles, 
dampers, fire dampers, condensate drain lines, refrigerant piping, thermostats and low 
voltage control wiring for a complete system as shown.  Thermostats to be programmable 
type with night setback.  Provide balancing of the air flow for proper system operation. 
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DUCTLESS SPLIT SYSTEM AIR CONDITIONING:  Furnish and install __ () each 
___-ton, and ___ () each ___-ton, ductless split system air conditioners as shown.  The 
units shall be as manufactured by “Mitsubishi” or approved equal.  Include all condensate 
pumps and drain lines, refrigerant piping, seven day programmable thermostats and low 
voltage control wiring for a complete system as shown. 
 
BOILER AND HOT WATER HEAT SYSTEM:  Furnish and install a complete hot 
water heat system as scheduled.  System shall include one (1) each “________”, _____ 
BTU input, oil fired hot water boiler.  Provide ___ () each hot water circulating pumps 
with hot water supply and return piping sized as required.  All hot water piping shall be 
insulated.  Provide all zone valves, isolation valves, low water cut off valve, pressure 
reducer, backflow preventer, safety relief valve, hot water storage tank and piping as 
required for a complete system.  Provide all controls as required for proper operation 
including thermostat and low voltage control wiring. 
 
BOILER AND HOT WATER RADIANT HEAT SYSTEM:  Furnish and install a 
complete hot water in floor radiant heat system as scheduled.  System shall include one 
(1) each “_______”, _____ BTU input, oil fired hot water boiler.  Provide ___ () each hot 
water circulating pumps, ___ () each manifolds with hot water supply and return piping, 
sized as required.  All hot water piping shall be insulated.  Provide all zone valves, 
mixing valves, isolation valves, low water cut off valve, pressure reducer, backflow 
preventer, expansion tank and safety relief valve as required.  Provide all piping, controls 
and control wiring as required for a complete system.  Furnish and install all in-floor 
radiant heat piping as required.  Radiant floor heat piping shall be ___″ “Kitec”, XPA 
tubing or an approved equal.  Heat piping shall be secured to the concrete slab reinforcing 
mesh as required. 
 
HEATERS:  Furnish and install ____ () each __ KW electric wall heaters as shown.  
Heater to be provided with wall mounting kit and integral thermostat. 
 
RADIANT TUBE HEATERS:  Furnish and install ___ () each ___′, ______BTU, gas 
fired, overhead radiant tube heaters as shown.  Include exhaust flues and fresh air vents 
as required.  Provide controls and control wiring as required.   
 
EXHAUST FANS:  Furnish and install ___ () each ceiling exhaust fans at the bathrooms, 
sized as shown.  Include ductwork to the outside wall with wall cap and insect screen.  
Furnish and install ___ () each through the wall/roof top exhaust fan with roof curb at the 
________ as shown.  Provide ____ () each exterior wall louvers with motor operated 
dampers at the ______ as shown.  Dampers to be interlocked with the exhaust fan.    
 
VENTS:  Furnish and install venting as required for ___ () each microwave oven at the 
kitchen as shown.  Provide venting and flues for all boilers, radiant tube heaters, and gas 
fired hot water heaters as required. 
 



Name   
Project 

Page 32 of 37 

 
DIVISION 16 - ELECTRICAL 
 
ELECTRICAL:  Furnish and install a complete electrical system as shown.  Electric work 
shall meet State and County codes, conform to the National Electric Code and shall be 
accomplished by skilled craftsmen in the employ of a subcontractor licensed to perform 
such work.  The subcontractor shall furnish and install all electrical work described 
herein complete, tested, inspected, and ready for use.  Electric work shall include: 
 
SERVICE:  Furnish and install one (1) each __ amp, 3-phase, 120/208 volt, 4 wire, 
electric service as shown.  Include all conduit, cable, CT cabinet, meter base, disconnect 
switches, panels, breakers, switches, grounding, etc. as required for a complete electrical 
service.  Electric and phone service conduits to be stubbed 5′ out from the building.  This 
Contract excludes extension of the service entrance conduits to the transformer location 
since this location has not been determined.  This Contract includes an allowance in the 
amount of $_______ for extension of the SMECO, Verizon and cable TV service 
conduits approximately ____ feet from the building service location to the proposed 
transformer location. 
 
DEVICES:  Furnish and install all switches, occupancy sensors and controls, receptacles, 
safety switches, photo cells, time clocks, contactors, etc. as shown on the Drawings.  
Provide GFI and weatherproof receptacles where required by County code.  Provide 
device ring with pull string to above ceiling for all telephone and data locations as shown. 
 
LIGHTING FIXTURES:  Furnish and install all light fixtures as indicated on the 
Drawings.  Fixtures to be as specified or approved equal.  Provide light fixtures with trim 
kits for the condition in which they will be installed.  Interior lighting to be designed for 
lighting levels in accordance with industry standards. 
 
SITE LIGHTS:  Furnish and install ___ () each double fixture and ___ () each single 
fixture site lights on __′ steel poles.  Fixtures to be ___ watt LED type fixtures as 
specified.  Include all trenching, backfill and compaction, concrete pole bases, light poles 
and fixtures.  Provide photo cells, time clocks and contactors to control the site lights as 
required. 
 
FIRE ALARM SYSTEM:  Furnish and install a complete addressable fire alarm system 
as shown.  Include all pull stations, audio visual devices, smoke detectors, duct smoke 
detectors and fire alarm control panel as shown.  Provide submittals to the Maryland 
State Fire Marshal for approval. 
 
VOICE AND DATA:  Provide wiring for all voice and data outlets as shown.  All wiring 
to be CAT 6 plenum rated cable.  Include one (1) cable for voice and one (1) cable for 
data from each outlet, back to the Server Room.  Provide a main line from the building 
utility room to the server room as required.  Final tie in, punch down and equipment for 
voice and data wiring to be by others and is excluded from this Contract.   
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CONNECTIONS:  Furnish and install electrical connections to all equipment and fixtures 
as shown.  Include connections for all HVAC and plumbing equipment as shown.  
Provide connections to Owner supplied equipment or appliances as shown.  Provide 
connection to site sign as shown.   
 
 
 
CONTRACT SUM 
 
The Contract Sum is based on the current pricing for materials available from 
subcontractors and suppliers as of ___________ 2019, is submitted for acceptance by 
________ 2019, and is subject to change after that time without notice. 
 
This Project and all accessories and other work described herein will be installed 
according to Drawings, specifications, and standard construction practices. 
 
For the labor, services and materials specified in this Contract, Owner agrees to pay CMI 
the Contract Sum of . . __written___and 00/100 Dollars . . . ($ _______).  The Contract 
Sum will be paid in accordance with the Payment Terms provision of this Contract. 
 
 
 
CONTRACT CONDITIONS 
 
SELECTIONS:  The Owner shall select colors for brick, mortar, shingles, siding, soffit, 
fascia, flashings, gutter, downspouts, EIFS, storefront, doors, paint, stains, floor cover, 
toilet partitions, cabinets, countertops, fixtures, etc. from CMI’s and each subcontractor’s 
or material supplier’s, as applicable, standard selections prior to the start of construction. 
 
TAXES AND FREIGHT:  The above Contract Sum includes applicable taxes and freight 
on materials delivered to the Project. 
 
TAXES AND FREIGHT:  The above Contract Sum excludes sales tax on materials and 
equipment.  Owner to provide CMI with a copy of their Tax Exempt Certificate for CMI 
and its subcontractors’ use in the purchase of materials and equipment to be used in the 
construction of this Project.  The Contract Sum includes all applicable freight charges. 
 
OWNERSHIP:  CMI will remain the owner of the materials as delivered to the job until 
such time as the material is installed or paid for, whichever occurs first. 
 
WORKMANSHIP AND WARRANTY:  CMI will perform all work in a skillful and 
workmanlike manner and will warranty workmanship as free from defects for a period of 
one (1) year from the time of installation and issuance of the Use & Occupancy Permit.  
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CMI will provide the Owner with copies of any manufacturer’s equipment or material 
warranties which may extend beyond the 1-year warranty period. 
 
CHANGE ORDERS:  With the written agreement of CMI on a mutually agreeable 
Change Order, the Owner may order extra work or make changes by altering, adding to, 
or deducting from the work.  The Contract Sum shall be altered accordingly.  No extra 
work or change shall be made unless in pursuance of a valid Change Order.  The value of 
any such change shall be determined by estimate and acceptance of the specified sum, 
and the extra work or change must be agreed to in writing and signed by the Owner and 
CMI.  The allowance for Overhead and Profit on all additive Change Orders shall be __ 
percent (_%) for Overhead and __ percent (_%) for Profit.  Deductive Change Orders 
shall be credited at cost. 
 
PROJECT DELAYS:  If CMI is delayed at any time in the commencement or progress of 
the work, caused by delays which occur through no fault or negligence of CMI including, 
but not limited to unusually severe weather, actions of the Owner or separate Contractor 
employed by the Owner, or by changes ordered in the work, by labor disputes, fire, 
unusual delays in the deliveries of materials, and unavoidable casualties or other causes 
beyond the control of CMI or its subcontractors, whereas such delay causes an increase in 
the cost of the Project, or the time to complete the Project, then the Contract Sum, time of 
completion and/or Contract Requirements shall be equitably adjusted by Change Order in 
accordance with the procedures of the Change Orders provisions of the Contract 
Conditions. 
 
INSURANCE:  CMI will furnish an affidavit as to Worker's Compensation Insurance and 
General Liability Insurance as provided in Division 1 above. 
 
LIEN RELEASE:  Upon payment by the Owner, CMI will, if required by the Owner’s 
Lender, submit satisfactory evidence of, payment of, waiver of, and release from, any and 
all claims by any person, firms, or corporations having performed work or labor, supplied 
services, or supplied material to CMI for this Project. 
 
CANCELLATION OR DEFAULT:  In the event of cancellation of the Contract by the 
Owner, or any default under this Contract by Owner, CMI shall be reimbursed by the 
Owner for all costs incurred plus markup for Overhead and Profit, and for any other 
damages, including attorney’s fees, incurred by CMI.  The allowance for Overhead and 
Profit shall be those amounts identified in the Change Orders provisions of the Contract 
Conditions. 
 
LOAN COMMITMENT:  The Owner, if requested, shall provide CMI with a copy of the 
loan commitment for this Project, including a disbursement schedule.  In the event a 
lender is not being utilized for this Project, the Owner is required to submit to CMI, 
evidence as to the Owner's ability to provide for prompt payments for the sums of money 
due under this Contract. 
 



Name   
Project 

Page 35 of 37 

PAYMENT TERMS AND ENFORCEMENT:  All work is to be invoiced as work 
progresses.  Progress payments will be invoiced on or before the last day of each month 
in the amount of the work value completed and/or materials stored on the jobsite that 
month less a five percent (5%) retention.  Retention will not be held on items of the 
project General Conditions such as design and engineering, permit and inspection fees, 
utility company fees, concrete testing and temporary facilities.  Monthly payments shall 
be due and payable within ten (10) days following the invoice date.  Final payment 
including all retention withheld, less any mutually agreed amount for uncompleted punch 
list work, shall be due and payable within ten (10) days after substantial completion and 
issuance of the Use & Occupancy Permit.  Substantial completion is defined as that point 
in the construction when the building is available for occupancy by the Owner, such that 
the Owner can operate with a minimum of interference by CMI and its subcontractors, 
and is complete with the exception of punch list items of a minor nature.  Any 
outstanding amount being withheld for the punch list work shall be due and payable ten 
(10) days after completion of the punch list work.  A finance charge in the amount of 
1.0% per month will be added to the unpaid balance of all accounts not paid by the due 
date.  In the event of any default under this Contract by the Owner, including, but not 
limited to, a default in the payment of the Contract Sum, CMI shall have all rights and 
remedies as provided at law or in equity.  In addition, in the event of any default 
hereunder by the Owner, CMI shall have the right to immediately cease work on the 
Project and recover any and all materials or equipment stored on the Project site.  In the 
event that CMI ceases work as a result of an Owner default, and the Owner cures the 
default to the satisfaction of CMI, the Owner shall be responsible for all additional costs 
or sums incurred as a result of the interruption in the work and the redirection of CMI’s 
personnel, subcontractors, material suppliers and efforts.  Such additional costs shall be 
paid prior to CMI resuming the work on the Project.  In addition, in the event of any 
default hereunder by the Owner, the Owner shall be responsible for all costs, expenses 
and damages incurred by CMI, including, but not limited to, CMI’s reasonable attorney’s 
fees.  In the event that CMI institutes legal proceedings to enforce the terms of this 
Contract, in addition to all other rights and remedies, CMI shall be entitled to an award of 
the costs incurred by CMI in enforcing this Contract, including, but not limited to, all 
court costs and reasonable attorney’s fees.  The Owner and CMI specify the circuit court 
for the county in Maryland where the Project is located as the court with jurisdiction and 
the venue in which any and all disputes under this Contract shall be submitted.  With 
respect to any dispute submitted to said court for the enforcement of this Contract, CMI 
and the Owner do hereby mutually waive the right to trial by jury and do hereby agree 
that any such proceeding shall be tried solely before a judge.  The Owner shall indemnify 
and hold harmless CMI from any and all costs, expenses or liabilities incurred by CMI as 
a result of any default hereunder by the Owner, including, but not limited to, any liability 
incurred by CMI to any subcontractor or material supplier.  This Contract shall be 
governed and construed in all respects in accordance with the laws of the State of 
Maryland. 
This Contract shall be binding upon, and shall inure to the benefit of, CMI and the 
Owner, and their respective successors and permitted assigns.  Notwithstanding the 
foregoing, the Owner shall not assign its interest in this Contract or transfer any interest 
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in the Project without the prior written consent of CMI.  This Contract represent the 
entire understanding of the parties with respect to the subject matter hereof, and may not 
be altered or amended, except in writing, signed by CMI and the Owner. 
 
 
We appreciate the opportunity to offer this Proposal and look forward to working with 
you on this Project. 
 
Sincerely, 
CMI General Contractors, Inc. 
 
 
 
Steven P. Hancock  
Vice President - Estimating 
 
SPH/CMI 
 
cc:  File 
 
 
 
 
 
 
CONTRACT ACCEPTANCE 
 
This Contract is entered into as of the day and year first written below and becomes a 
binding agreement when approved by a duly authorized representative of the Owner and 
accepted by an officer of CMI General Contractors, Inc. 
 
 
OWNER:      Date: _______________________ 
 
 
 
_________________________ Approved by: ______________________________ 
 Witness     ********* 
       Owner 
       
 
 
 
 
CMI:       Date: _______________________ 
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_________________________ Accepted by: ______________________________ 

Witness     Robert Brough, 
      Chief Operating Officer  

       CMI General Contractors, Inc. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
File:  CMI Master Proposal/Contract 11-1-10   


